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Kontroler lotu FC Matek F722 HD
Multi i Wing

Cena brutto 179,99 zł

Cena netto 146,33 zł

Dostępność Aktualnie niedostępny

Czas wysyłki 1 - 3 dni

Producent Matek Systems

Opis produktu

Kontroler Lotu Matek F722 HD

Kontoler lotu F722 marki Matek to multifunkcyjny kontroler lotu w wersji HD umożliwającej podłączenie cyfrowego systemu wizji DJI Air Unit lub
Caddx Vista. Kontroler posiada wydajny procesor F7 o taktowaniu 216 MHz, który obsłuży większość dostępnych urządzeń gotowych do
podłączenia przy jednoczesnym zachowaniu wysokiej kultury pracy. W kontrolerze Mateka zastosowano wysokiej jakości żyroskop 6 osiowy
MPU6000, który doskonale pozycjonuje pozycję modelu w przestrzeni. Dzięki wbudowanemu  barometrowi BMP280, model ma możliwość
utrzymywania zadanej wysokości. W celu wykonywania lotów autonomicznych użytkownik ma możliwość zainstalowania modułu GPS.
Zalecanym oprogramowaniem dla tego kontrolera jest oprogramowanie Betaflight lub Inav. W przypadku montażu w samolocie zalecane jest
PDB F722-PX-W. 
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Specyfikacja:
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FC:
MCU - 216MHz STM32F722RET6
IMU - MPU6000 (SPI)
Baro - BMP280 (I2C)
Blackbox - 32M-byte Flash memory (SPI)
OSD-  Support external DJI OSD/FrskyOSD,  No Analog MAX7456 OSD built-in

Porty:

6x Uarts with built-in inversion
1x Softserial_Tx option
10x Dshot/PWM outputs
1x I2C
4x ADC (VBAT, Current, RSSI, AirSpeed)
2x SH1.0_8pin connector (Vbat/G/Curr/Rx3/S1~S10)
1x SH1.0_6pin connector for DJI FPV Air Unit
3x LEDs for FC STATUS (Blue, Red) and 3.3V indicator(Red)
Switchable 8V output
PWM camera control - Yes
TR/SA VTX control - Yes
WS2812 Led Strip - Yes
Beeper - Yes
RSSI - Yes
Analog Airspeed sensor - Yes
Digital Airspeed sensor - Yes 

Zasilanie:

 Input: 9~36V (3~8S LiPo)
BEC - 5V 2A cont. (Max.3A)
BEC - 8V 2A cont. (Max.3A)
LDO 3.3V - Max.200mA
Battery Voltage Sensor: 1:10 (Scale 110)
No Current Sensor built-in 

Oprogramowanie FC

 BetaFlight unified target - MATEKF722HD(MTKS)
INAV target - MATEKF722PX 

Wymiary

 Mounting - 30.5 x 30.5mm, Φ4mm with Grommets Φ3mm
Dimensions - 36 x 36 x 5 mm
Weigh t- 6.5g 

Zawartość:

 1x FC F722-HD
6x Silicon grommets M4 to M3
1x SH1.0_8pin cable 5cm
2x SH1.0_8pin connectors
1x SH1.0_6pin to GH1.25_8pin cable 8cm
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