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NewBeeDrone M10Q Micro GPS
modut z kompasem

Cena brutto 99,99 zt

Cena netto 81,29 zt

Dostepnos¢ Aktualnie niedostepny
Czas wysyiki 1-3dni

Kod producenta NBD1544

Producent NewBeeDrone

Opis produktu

NewBeeDrone M10Q Micro GPS modut z kompasem

Introducing the NewBeeDrone Tiny GPS Module, the perfect solution for applications where size and weight are critical. With a compact size of
just 17MMx12MMx5MM and a weight of only 2.16g, this GPS module is incredibly small and lightweight.Tiny GPS Module is the perfect choice for
any project where space and weight are at a premium.

Including]
1* NewBeeDrone Tiny GPS Module

1* JST 0.8 6pin cable
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NEWBEEDRONE TINY GPS MODULE
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SMALL IN SIZE. BIG ON RELIABILITY.
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NEWBEEDRONE GPS MANUAL

ANTENNA: CERAMIC ANTENNA 2DB

FREQUENCY: GPS L1, GLONASSLT, BDS B1, GALILEOET, SBAS L1, QZSS L1
COMPASS: QM(C5883

BAUD RATE: 115200DPS

OUTPUT FREQUENCY: 1HZ-10HZ, DEFAULT 10HZ

POWER SUPPLY: 5V

SPEED ACCURACY: 005M/S

WEIGHT: ~2.61G
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1.CONNECT TINY GPS MODULE WITH ANY UART FROM THE FLIGHT CONTROLLER. CHOOSE “GPS"
UNDER SENSOR INPUT. CLICK “SAVE AND REBOOT."

Idenifer sl =gty Sevmsor bnpun Periphera

USBVER MENE v = Disabled +  AUTO w Digabled v AUTO » Disabied v AUTO -
LIAET] W 11 v [ ) Disablad | AUTO w Désablid ¥ AUTO w Drisabded ¥ OAUTO W
UARTY B 15 v = Disabldad v (AUTO w Déaabled v AUTO w Dilsabiled v OAUTD W
UART3 B NEND b Disabled ~ AUTD w Disabled »  AUTO » Disabsled ¥ AUTD w
UAETS B R v IE Disabled ~ |AUTO w Disabled v | ALUTO Dilsakded w AUTD W
LARTT T NEME v B Disabled » AUTO w Disablad v AUTO » Drisabied ¥ AUTO W
IUARTE B 1163 v B Disabled + | AUTD w GRS v NE0H v Disabiled ¥ AUTOD W]

2.0PEN CONFIGURATION PAGE AND CHOOSE GPS SETTINGS AND ENABLE THE FOLLOWING:

[ Grs GPS for navigateon and talematry

Nove: Remermbar 1o configure a Senal Port (via Pores tab) whnen using GRS feature

UBLOX w | Protocol

[ Aute Baud
N Auto Config
] U Galibeo
J ) Lot Homa Poant Onda
Nong w | Ground Assisance Type

3. GO TO SYSTEM CONFIGURATION AND ENABLE MAGNETOMETER TO TURN ON COMPASS.

Sysuem conlijuration

Mene: Make sure your FC s able to operate at these speeds! Cnek CPU and cycletimi stability. Changing this may require PID re<tuning. TIP.
Cisable AccHberomatar and other SANEOMT 10 gain Mmone performance

320 kHE Gyre update fraquency
320 kHz | PID0op frequency

A Actelerometer

] 3 Baromater (If supported)

klagnatometer [if supported)
B
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4. THE MAG AND GPS ICON WILL SHOW IF THE COMPASS AND GPS ARE CONMNECTED SUCCESSFULLY.

NewBeeDrone
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